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Hi CLEAN PLUS UFO |

- Branduren >50.000 s {1t

- STOFVRIJ

- CE,ROHS,EMC,SAA,IP69K,NSF,
CL,UL,DLC,CB,LM79

- NICHIA Leds

- MEANWELL driver

- Hoge lichtopbrengst

- Garantie 5 jaar

- DALI systeem mogelijk

- Dimbaar mogelijk

HiCLEANPLUS HiCLEANPLUS HiCLEANPLUS HiCLEANPLUS
Artikelnummer HiCLEANPLUS100W HiCLEANPLUS120W HiCLEANPLUS150W HiCLEANPLUS200W
Afmetingen 489mmx489mmx200mm |489mmx489mmx200mm |489mmx489Immx200mm |489mmx489Immx200mm
Merk Leds NICHIA NICHIA NICHIA NICHIA
Merk driver MEANWELL MEANWELL MEANWELL MEANWELL
Wattage 100W 120W 150W 200W
Powerfactor >0.9 >0.9 >0.9 >0.9
Voltage AC 100-240V, 50/60Hz  |AC 100-240V, 50/60Hz AC 100-240V, 50/60Hz  |AC 100-240V, 50/60Hz
Lumen 140Lm/W of 160Lm/W  [140Lm/W of 160Lm/W  [140Lm/W of 160Lm/W [140Lm/W of 160Lm/W
Materiaal Alluminium +PClens Alluminium + PC Lens Alluminium+ PC Lens Alluminium+PC Lens
Stralingshoek 60,90 of 120 graden 60,90 of 120 graden 60,90 of 120 graden 60,90 of 120 graden
IP waarde IP66 IP66 IP66 IP66
CRI >Ra70 >Ra70 >Ra70 >Ra70
Kleurtemperatuur |3000K,4000K of 5000K  |3000K,4000K of 5000K 3000K,4000K of 5000K 3000K,4000K of 5000K
Energie-efficientie |A++ A++ A++ A++
Certificeringen CE,ROHS,EMC,SAA,IP69K|CE,ROHS,EMC,SAA,IP69K, | CE,ROHS,EMC,SAA,IP69K |CE,ROHS,EMC,SAA, IP69K
,NSF,CL,UL,DLC,CB,LM79 |NSF,CL,UL,DLC,CB,LM79 |,NSF,CL,UL,DLC,CB,LM79 |,NSF,CL,UL,DLC,CB,LM79
Garantie 5 jaar 5jaar 5jaar 5jaar
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